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SKU: 13569 - Manual Thumb Safety  •  Optics Ready Slide

5.0˝ BARREL •  17+1 ROUNDS  •  9mm 

M&P
®
9 M2.0

™
 OPTICS READY

MADE IN USA



SPARE MAGAZINES

9mm, 17-Round, FDE Base plate SKU: 3007345  UPC# 022188870527

Model: 

SKU:

Frame Size:

Caliber:

Action:

Capacity:

Barrel Length:

Ri昀氀ing Twist:
Front Sight:

Rear Sight:

Frame Width:

Overall Height:

Overall Length:

Sight Radius:
Grip:

Weight:

Magazine Weight:

Barrel Material:

Slide Material:

Slide Finish:
Frame Material:

Frame Finish:
UPC Code: 

M&P®9 M2.0™ Optics Ready
13569

Full-size
9mm Luger

Striker-昀椀red
17+1 Rounds
5.0˝ (12.7 cm)
1:10˝ 
Optic Height White Dot

Optic Height White 2-Dot

1.3˝ (3.3 cm)
5.5˝ (14 cm)
8.25˝ (20.9 cm)
7.25˝ (18.4 cm)
Polymer

29.3 oz. (830.6 g)
3.1 oz. (87.9 g)
Stainless Steel with Armornite® Finish
Stainless Steel with Armornite® Finish
Flat Dark Earth

Polymer

Flat Dark Earth

022188889611

FEATURESSPECIFICATIONS
– Slide cut for optics.
– Manual thumb safety.
– M2.0 昀氀at face trigger for consistent 昀椀nger placement.
 that allows for more accurate and repeatable shooting.
– Low barrel bore axis makes the M&P® pistol more
 comfortable to shoot, reducing muzzle rise and 
 allowing for faster aim recovery.
– Optimal 18-degree grip angle for natural point of aim.

– Four interchangeable palmswell grip inserts for optimal
 hand 昀椀t and trigger reach - S, M, ML, L.
– Enhanced grip texture allows the user to manage
 recoil, keep a 昀椀rm grip and delivers comfort when concealing.
– Tactile and audible trigger reset.
– Accurate 1 in 10˝ twist barrel.
– Extended rigid embedded stainless steel chassis to 
 reduce 昀氀ex and torque when 昀椀ring.
– M&P’s patented take-down lever and sear deactivation
 systems allow for disassembly without pulling the trigger.
– Armornite® durable corrosion resistant metal 昀椀nish.
– Backed by Smith & Wesson’s Lifetime Service Policy.
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Armornite® finish is a hardened nitride finish that provides enhanced corrosion resistance, greatly improved wear resistance, 

decreased surface roughness, reduced light reflection and increased surface lubricity.  Armornite is used on many S&W®

and M&P® products imparting a high level of protection internally and externally where applied.

Enhanced Grip Texture

(4) Interchangeable Palmswell Backstraps Slide Cut for Optics Optic Height White Dot Optic Height White 2-DotM2.0 Flat Face Trigger


